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ABSTRACT

u At radsr wavelengths, a ship appears as a collection of smooth
sheers arranged to form fla: plates, di- and trihedral corner reflec~-
tors. Tha returns from the di- and trihedral corner reflectors are very
large, and tend to dominate the returns from weaker raflectors in the
image. The dynamic range of the image can be as high as 90 dB. Such a
high dynamic range image is difficult to display on the typical, limited
dynamic range of a display device, because the auantization effects of
the display device tend to obacure detail coming from the lower bright-
ness level regionu of the image. In order to investigate the role played
by the weaker scuttarers in image interpretation, image enhancement tech-
niques that emphasize the lower level returns in relation to .the domina:t
targets cen be applied to the images.

This report discusaes the¢ properties of SAR ship returns, reviews
the various typas of image enhancement techniques applied to the image
data, and giveo examples of enhanced ship imagery. As part of the des~
cription of the process of developing and evaluating the anhancement
techniques, detail in the enhanced images is compared to actual structu~-
ral detail in the ehips being imaged. This comparison ensures that the

¢ desired effect is being obtained.

The use of ship axis profiles as another method, not strictly under
the heading of image enhancement, of improving operation performance 1in
ship classification 1s also described.
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IMAGE ENHANCEMENT AND DISPLAY TECHNIQUES APPLIED TO
SAR580 IMAGES OF SHIPS

1. - INTRODUCTION

SAR imaging has been extensively employed for terrain mapping and
surveillance applications. In these applications, there exist many ter-
rain features on the order of a SAR wavelength in size, which act as dif~-
fuse scatterers to tha coherent radiation. As the resolution cell size
is typically on the order of a few metrer, the scatterers from these
types of terrain e.g. forests, fields, etc can be considered to he dis-
tributed in homogenous regions which are large on the order of the raso-
lution cell size. At most incident angles sufficient scatterers are pre-

gsent in large enough regions to produce a speckle-dominated image charac- f
terized by a Rayleigh (for single look images), Chi-squared (for multi-
look images) or other similar probability density function. The variance ‘

of these images is typilcally reduced by multilooking or some other simi-
lar image smoothing technique., The smoothed images that result from this
process then contain more uniformly gray areas whose intensities more
closely represent the means of the original statistical distributions.

Man-made objects, and in particular metallic objects such as ships,
present a different problem for SAR imaging. SAR returns from man-made
objects typically have a high dynamic range and are dominated by the

. presence of a few very strong corner or edge reflectors. When these
images are displayed on limited dynamic range devices, the quantization
effects of the display device tend to obscure detesil coming from the
lower brightness level regions in the image. It would be useful there-
fore if image enhancement techniques could be found that would improve
the visibility of the emall brightness level regions without sacrificing
detail in the highe:r brightness level areas. As part of the process of
developing and evaluating the techniques, the details of the enhanced
images must be compared to actual structural details of the ship being
imaged to ensure that the desired effect is being obtained.

e K

g o = o

This report discusses the properties of SAR ship images, the vari-
ous types of image enhancement techniques aspplied to the image data, and
their relevance to SAR ship image enhancement.

2, PROPERTIES OF SAR SHIP IMAGRES

Many man-made surfaces, and in particular metallic surfaces, appesr

smooth at SAR wavelengths, If these smooth surfaces are oriented per-

» pendicular to the radar beam, they scatter a great deal of energy back to
the radar. In the case of a ship the surfaces take the form of flat

plates, edges and corner reflectors, The returns trom such a collection

of reflectors will be highly dependent on the SAR imaging conditions with

the strongest returns arising from di- and trihedral corner reflectors

oriented towards the incident beam. The dynamic range of a SAR 1image

composed of such surfaces can exceed 90 dB. Due to the high dynamic
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range, the diffuse background 1is mostly obscured when displayed on a
limited dynamic range display device.

The sidelobe response of the imaging radar 1s also very important
in determining whether or not weaker targets can be detected in the
presence of the stronger ones, If the response of the radar to a point
target has high sidelobes, then weak targets in close proximity to a
field of strong targets are going to be obscured by the sidelobe response
of the dominant targets. The height of the sidelobes will be principally
determined by the radar design and little can be done about it in the
image enhancement process. However, image enhancement can increase the

visibility of weaker targets not obscured by the dominant target side~
lobes,

3. EFFECTS OF SHIP MOTION

Ship motion has a considerable offect on the resultant SAR images.
SAR 18 very sensitive to spurioue motions caused by the effect of atmos-
pheric turbulence on the aircraft, or by motion of the target. Spurious
alrcraft motion is typically compensated for by the use of inertial navi-
gation and motion=correction systems on-board the aircraft. However,
target motion is not usually known and ia therefore not so easy to cor-
rect. If left uncorrected, it will cause blurring, defocussing and dis-

location of all or part of the target image, and will thus hamper the
identification process.

This report concerns itself with stationary targets and targets
whose motion has alraady been compensdated. As the ghips used in this
paper were gtationary, no motion compensation was applieds For a discus-

stion of the target motion compensation problem and an apprvach to its
correction, see [1].

4, PROPERTIES OF THE SAR580 RADAR

The Canada Centre for Remote Sensi : SAR580 radar, used in this
migsion and flown in 1979 was characterized by high dynamic range and
poor sidelobe response which tended to obscure the surrounding lower-
level returns., This tended to complicate the evaluation of the image en-
hancement techniques developed here, which in general tried to increase
the visibility of the lower-level scatterers.

54 OBJECTLVES

Due to the high dynamic range of the ship images and the poor side-
lobe response (= -20 dB) of the SARS80 radar, the problem of image en-
hancement of SAR580 ship images becomes two~fold: first to enhance weak
targets relatlive to strong targets in order to compensate for the quanti-
zation etfects of the limited display levels available on a typical dis-
play device and secondly, to improve the vislbility of otherwise rel-

atively strong scatterers located adjacent to a very strong scatterer and
hence partly obscured by the sidelobes of the strunger targut.
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6. IMAGE ENHANCKMENT TECHNIQUES APPLIED T0 SARS580 SHLP IMAGES

The image enhancement techniques chosen for the SAR580 images fall
broadly into four categories:

l. Speckle reduction techniques, applied to study the effects of
speckle smoothing on SAR ship images.

2. Edge enhancement techniques, used primarily to define the sea-ship
interface, and enhance the visibility of individual scatterers.

3. Histogram manipulation techniques,

4. Pseudocolour displays, both used to enhance the visibility of
lower-level scatterers relative to higher level ones.

It should be noted that the enhancement obtained by the various
techniques should be of a form which can be easily interpreted by a human
observer.

I

To this end, several etandard image enhancement techniques aimed at
enhancing the visibility of lower-level scatterers to a human observer
were applied to the raw ship data.

The above techniques were applied to 19 ship imagea, of which re-

sults for 9 are outlined in this paper. Figures 1(a) to 1(i) show the

. photos of the actual ships or ship types used. A brief description of
these ships is given below.

1, Figure 1(a) is a photograph of a container ship whose deck struc-
ture consiats of a two-tiered bridge deck at the bow of the ship
with a large radar antenna atop the bridge; a container deck amid-
ships with two kingposts at either end and containers on deck, and
a stern portion with a large raked funnel at centre line and smal-
ler structures aft of the stack which probably include lifeboat
supports.,

2, Figure 1(b) shows a tanker, whose deck structure consists of a
raised forecastle with a large mast, a middle deck region dominated
by a central raised pipeline running fore and aft, a pipe manifold
region athwartships and two small central derrick posts. The etern
section is dominated by a bridge with a large mast and behind it a
funnel, Aft qf the funnel is a three-tiered stern with some
structure including a lifeboat,

3. Figure 1(c) shows a trawler which has a reised forecastle, and a
goal-post mast immadiately aft of the bow, The ship has a middle
deck region containing 4 two-tiered bridge with a large radar mast
atop the bridge. Aft of the bridge is a central goal-post mast.
Aft of the mast are located many small structures including some

winches, The stern of the ship has twin funnels separated by
almost the full width of the ship, forming another goal-post mast

and behind that a trawl gate structure at the stern.

s
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6.

7.

8.

9.

Figure 1(d) shows a supertanker at berth. This supertanker has a
high bridge deck at the stern with a large funnel, A central
raised pipeline runs the length of the middle deck. A pipe mani-
fold is situated athwartships at middle deck. The ship has a
sharply raised bow, with a large mast immediately behind the bow.

Figure 1(e) 1s a photograph of the Canadian Forces frigate HICS
Margaree. The Margaree has a smooth raised forecastle with a small
mast at the bows The middle deck includes a fibreglass twin gun
turret and aft of the turret a bridge deck topped by a large radar
mast, Aft of the navigation bridge, and taller than it, 1is a
helicopter hangar. Between the navigation bridge and the hangar
are twin funnels, Aft of the hangar is a helipad. The stern of
the ship has a sharp downwards slope and contains some small struc-
tures including a winch for towed arraye and a Limbo anti-submarine
mortar which folds down into a recessed area of the deck when not
in uae.

Figure 1(f) is a photograph of the Canadian Coast Guard vessel Sir
William Alexander. This ship hae a sharply raised forecastle with
a small mast situated at the bow., There is a region of what are
possibly cargo hatches located aft of the bow. At midships, there
is a very high bridge deck. Atop the navigation bridge is a large
radar mast, Aft of the bridge there is a large funnel. Aft of the
funnel at the start of the stern is a large kingpost. Immadiately
behind this mast on the stern is a helipad with a large collapsible
helicopter hangar,

Figure 1(g) is a photograph of a cargo ship tied up at a wharf,
This ship has a4 raised forecastle, Aft of the bow on centre deck
are cthree rows of kingposts. Between the pairs of king posts are
large hatches. At the stern of the ship there is a high bridge
with a large radar antenna atop the bridge. Aft of the bridge is a
large funnel. The stern of the ship bahind the bridge 1s at the
same height as the middle deck section.

Figure 1(h) 1s a photograph of a Japanese fishing trawler similar
to the Spanish trawier in our study, This trawler has a smoothly
raised forecastle., There is a bridge deck ‘ocated well aft of the
bow, with a goal-post mast situated just in front of the navigation
bridge, and a large radar mast atop the bridge. Another goal-post
mast 1s located at middle deck, There are twin funnels separated
by almost the full width of the vessel behind the central goal post
mast, At the stern are located another goal-post mast and a trawl
gate structute,

Figure 1(1) 18 a photograph of the HMCS Quest. This ship has a
high, sharply raised forecastle, There i8 a bridge deck amidships
with a very high navigation bridge situated towards the bow. Att

of the navigation bridge is a large military-type radar mast.
Immediately behind chis mast and enclosed by 1its lower platform
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Figure 1(a) ~ Container Ship
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Figure 1(b) - Tanker
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Figure 1(c) - Trawler

Figure 1(d) - Supertanker
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Figure 1(f)

Sir William Alexander
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Figure 1(g) Cargo Ship

Figure 1(h) - Japanese Trawler
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Figure 1(1i) - Quest

is the principal funnel. Aft of the bridge deck is situated a
helipads The stern of the ship 1s low.

Figures 2(a) through 2(1) show the plan and profile views of each

of the ships of Figures 1(a) through 1(1). Note that the profile views

‘0

\
AR e, XX .o“.sq )

l. .
s s, o‘.t-g‘l- BPUMA )

. in Figures 2(a), 2(b) and 2(d) are modified from figures in [2], and
) Figures 2(e), 2(f) and 2(i) are from [3].
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Figure Z(a) - Contalner Ship - Profile and plan views
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Figure 2(d) - Supertanker -~ Profile and plan views

(o0 [EEFPo>

Figure 2(e) = Margaree - Profile and plan views
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Figure 2(f) ~ Sir Willism Alexander - Profile and plan views
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Pigure 2(g) - Cargo Ship — Profile and plam views
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Figure 2(h) =~ Spanish Trawler = Profile and Plan Views
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Figure 2(1) - Quest ~ Profile and Plan Views

A It should be noted that the Container ship and Supertanker plan and !
. profile views have been reducad by 50 relative to thc other vessaels. '

Figures 3(a) through 3(i) show the SAR580 images of the ships to
111775 scale and Figures 4(a) to 4(1) and 5(a) to 5(i) show the contour
plots and three-dimensional plots respectively of the SAR580 sghip
images. The returns from the principal deck structures are marked on the
contour plots., Note that for all SAR images and contour plots, the range
dimension is along the horizontal axis and the flight path (azimuth) is
along the vertical axis,
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Figure 3(a) Container Ship - Figure 3(c¢) Trawler - SAR Image
SAR Image

Figure 3(b) - Tanker - SAR Image
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Figure 3(e) Margaree - SAR Image

Figure 3(g) Cargo Ship - SAR
Image

> Figure 3(d) Supertanker - SAR Image

! Figure 3(f) Sir William Alexander -
SAR 1lmage

l-' ,|(

RGN AN IO A0S y > Ve b N I W S A A L Wi T Y N A T e i G e LA
R R R e AR R R S R R TR B




)

16

Figure 3(h) Spanish Trawler Figure 3(i) Quest - SAR Image
SAR Image
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figure 4(b) - Tanker = Contour Plot

FUNNEL

-
® o |-srenn
BRIDGE
AND weme
.

we= PIPELINE
/BOW ‘
° _~GOALPOST MAST o
“" BRIDQE
— D
__—~ RADAR o
T ——-GOAL:POST a
o MAST ‘
QOAL-POST MAST
. o @°—— AND FUNNELS o
~—~STERN “ e BOW
figure 4(c) Trawler - Contour Figure 4(d) Supertanker - Contour
Plot Plot

LM LA)
v ‘l.b.-,..):.'l..". }"E‘q

\
) (A
', o',. IREUR) Y M LY

A
AT N Yo'

TR




18

Qbo-_~eowl

L]
o+ @' ez GUN TURRET

-———BRIDGE AND
o FUNNELS

- —=—=HANGAR
9 ~——=HELIPAD

)
v——umo MORTAR
STEAN —- {56 ——WINCH

Figure 4(e) Margaree - Contour Plot

Q

) — Bow
O inaros rs
@

& $F——-xiNarosTs

& ———-KINGPOSTS

(2
T [s]
o -
- —— BRIDGE + RADAR
O ———FUNNEL
~~—— STERN

Figure 4(g) Cargo Ship - Contour Plot

RADAR MAST
BOW AND MAST AND BRIDGE
/ /STEHN
°.4 & -
e |
©  HANGAR

Figure 4(f) Sir William Alexander
Contour Plot

TWIN FUNNELS
BRIDGE AND

STERN.__ \ GOAL POST MAST
O e 6 o’
2 )

QOAL-POST < \

MAST GOAL-POST
MAST BOW

Figure 4(h) Spanish Trawler
Contour Plot

RADAR MAST
BRIDGE AND FUNNEL
ao< \ /
) "’!g>(qgh§k\

/

HELIPAD

STERN

Figure 4(1) Quest - Contour Plot

"y 'l'.‘.. .-‘.“.

Y \ At
ENEETONS

[
RN XN XN

y € LA ’-ln' I.'l.‘ “"I."I.".l.‘ lr\u ‘F'..ﬂ".‘ 'A" ;-( l‘ q.-ﬁ
B I U S A R Gy e




Figure 5(a) ~ Container Ship = Three-dimensional plot

Figura 5(b) - Tanker - Three-dimensional plot
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Figure 5(c) - Trawler - Three~-dimensional Plot T

Figure 5(d) - Supertanker - Three-dimenstfonal plot
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- Figure 5(e) - Margaree ~ Three-dimensional Plot

Figure 5(f) - Sir William Alexander - Three-dimensional Plot
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Figure 5(g) = Cargo Ship = Three~dimensional Plot

3

Figure 5(h) - spanish Trawler - Three-dimensional Plot s
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Figure 5(i) - Quest - Three-dimensional Plot

It should be noted that the ships in Figures 1(c), 1(d) and 1(g)
ara photographs of ships of the same size and shape as those which
produced the SAR images., They are not however the actual ships imaged.

Table 1 gives the length and width dimensions of the vessels. 1t
should be noted that the dimensions of the Margaree, Quest and Sir
William Alexander are exact. The dimensions for all other vessels are
approximate, and were determined from the SAR images. The scale ratio of
the images 1is 1.0 cm to 17.75 m.

No. Ship Length Widch
1 Container Ship 230.8m 35.5m
2 Tanker 168, 6m 24, 9m
3 Trawler 104, 7m 164 0m
4 Supertanker 2664 3m 53¢3m
5 Margaree 11145m* 12, Bm*
6 Sir William Alexander 69+ 3m* 13. 7m*
7 Caigo Ship 129.6m 21.3m
8 Spanish Trawler 101l.2m 17.8m
9 Quest 71,6m* 12.8m»

Table 1 - Length and Width Dimensions of Ships -9

*Exact Length
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A comparison of the SAR580 images with the ship photos demonstrates
that for SARS580 images of ships, returns are greatest from deck struc-
tures such as the funnels, maste, deck interfaces, the bow and stern all
of which form flat plate, edge or corner reflectors. Obhserve also that -
there {8 noticeable blooming around principal target areas due to the
high side-lobe response of the radar.

6.l Speckle Reduction

Smoothing was applied to the images in an attempt to remove thae
effects of intensity variations caused by speckle nolse within the
images To this end, several smoothing algorithme were applied to the
image data, These included a median filter algorithm and an algorithm
based on the two-sigma probability of a Gaussian distribution [4].

The medifan filter algorithm applied was a simple 3Ix3 moving-window
operator in which the central pixel in the window is replaced by the mean
of the values in the window. The sigma filter algorithm works by passing
the image file through a 3x3 point moving window coperator. This operator
selects an inteneity threshold equal to twice the standard deviation of
the values in the window measured relative to the gray level of the
central pixel in the window as & base for deciding whether or not to in-
clude a pixel in the smoothing process., Only pixels which fall within
5 the 20 (2 standard deviation) intensity range are included in the aver-
age, whereas significantly different pixele are excluded.

Due to the highly varying pixel-to-pixel intensities within the
images, speckle smoothing ‘'smearad' the images by deetroying existing
contrast between adjacent scatterers and thereby reducing resolution.
The return from the weak scatterers was 8o suppressed that much low-
contrast information was averaged out entirely.

Figure 6 shows the effect of 4pplying a 3x3 woving window sigma
filter to the image of the container ship of Figure 3(a). Note that the
lmage appears smeared vs. the original, and the detail, particularly in
the bow and stern is no longer viseible.

' Overall, speckle reduction was found to adversely affect the Jimage
quality for SAR580 ship imagec, and was therefore excluded from further
consideration as an enhancement technique,

6.2 Log Amplification

Log amplification is often used when displaying high dynemic range
images on limited dynamic range display devices, This technique was
therefore applied to our images in an attempt to enhance the visibility
of the low-level scatterers. Log amplification did not produce the
desired results for the SAR580 ship images. The application of this
technique resulted in diminished contrast between adjacent scatterers,

particularly middle-level scatterers. The lower~level background was
made morc pronounced thereby obscurlng the differencee between adjacent

middle-level targets.
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Figure 6 - Coutainer Ship -
Speckle Removed

6.3 Edge Enhancement Techniques

Standard edge enhancement techniques wezre used to try to emphasize
' the sea-ship interface and to bring out more detail in the returns from
the deck structure,

The techniques applied were Laplacian and maximum gradient operator
techniques, and linear high pass filtering.

As gpeckle reduction techniques could not be applied to the SAR580
data due to the high degradation of detail that these techniques pro-
duced, it ahould be noted that edge enhancement techniques erhance
speckle as well as true targets, Therefore, the degree of enhancement of
true detail obtained by these techniques must be judged in the rontext of
the original, unenhanced 1image, and of actual deck structure obtained
from the ground-truth photographs.

6.3.1 Gradient Operator Techniques

Laplacian and maximum gradient operator techniques were applied to
several ship images 1n an attempt to detect signlficant boundaries in the
. data.
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In the Laplacian operator technique, a threshold inteneity level 1ie
selected, and the image is clipped to produce a binary file in which all
data below the selected threshold level are zeroed and all data above or
equal to the threshold are set to unity. Prior knowledge of the histo-
gram of the pixel intensities of the ship image can be used to detarmine
the threshold level, for exemple the level corresponding to the sea-ship
fnterface can be used. The thresholded image forms a binary data file.
Once this binary file has been formed, Laplacian gradient detection is
performed via the following window operator ([5]:

B(XDY) w$ - l‘*A(x'Y) + A(x"ll)') + A(x"'l’Y) + A(st"l) + A(X,Y'H.)
where A is the binary data file.

The above expression subtracts from a blas of 5 a weighted sum of
the central pixel A(x,y) and its four adjacent horizontal and vertical
neighbours. The resultant values, denoted by B, range from |l to 9, where
a value of 5 represents a plateau value. All plateau values are then set
to geros This produces an outline of the ship raturns at the selacted
threshold level. A reduced amplitude version of the output file 1s then
added back to the original ship image to produce a Laplacian operator
enhanced image, which shows the original ship image with all edges at the
selected threshold level enhanced relative to the rest of the ship data. )

Figures 7(a) to 7(i) show the resultant ship imagaes after the
application of a Laplece operator moving window. Note that for all the
images the threshold was chosen to be the sea-ship interface. For all
the ship images, the application of the Laplace operator has made the
sea-ship interface more apparent, giving a better indication of the
length and width of the vessel,

For large ships with well-separated and relatively uncluttered deck
structure, such as those of the container ship (Figure 1(a) or large
tankers (figures 1(b) and 1(d)), the Laplace operator provided a good
definicion of ship length and width without obscuring returns from the
surrounding deck structure. For these ships the returns from the major
deck structures tend to be well separated, so that the higher lavel
border of pixels created at a given threshold by the Laplace operator
interferes only slightly with visibility of surrounding targets or with
the recognition of principal target structures. However, for smaller
vessels such as the Quest (Figure 1(1)) or vessels with very cluttered
deck setructure such as the Margaree (fig. 1(e¢)) or fishing trawlers
(Figures 1(c) and 1(h)), the separation between principal target regions
is considerably less than for larger ships. The threshold border of
pixels formed by the Laplace operator on these ship images tended to
hamper the visibility of targets bLy obscuring the separation between
adjacent targets and deemphasizing the low-level returns.

It should be noted that although this technique is very useful for

enhancing the returns at a given threshold level, this level must be
chosen in gome meaningful way, either automatically or by the radar
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Figure 7(a) Container Ship - Figure 7(c) Trawler
Laplace Operator l.aplace Operator
Figure 7(b) - Tauker - Laplace Operator
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Figure 7(e) Margaree -
Laplace Operator

Figure 7(g) Cargo Ship -~
Laplace Operator

Figure 7(d) Supertanker -
Laplace Operator

Figure 7(f) Sir William Alexander -
Laplace Uperator
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Figure 7(h) Spanish Trawler - Figure 7(1) Quest -
Laplace Operator Laplace Operator

operator. If it 1is to be used primarily to emphasize the sea-ship
boundary and low level ship returns, a histogram of the image could be
used to determine the appropriate threshold level,

6+3.2 Maximum Gradient Filter Technique

The second gradient technique applied was a maximum gradient filter
algorithm, This technique operates by accentuating regions of rapid
level change in an image, such as slopes and boundaries. It was applied
to the data in an attempt to enhance the sea-ship interface, as well as
to make more visible the low-contrast deck structures. The equation used
to implement the filter ias [6]:

C'(p,q) = max |ABS(A'(p-l,q~1) + A'(p-1,q) + A'(p-1,q+1)-
A'(p+l,q=1) = A'(p+l,q) = A'(p+l,q+l))
ABS(A'(p-1,q=1) + A'(p,q-1) + A'(p+l,q-1)-
A'(p-l,q+l) = A'(p,q+l) - A'(p+l,q+l))

The above equation describes a moving window operator which re-
places the central pixel in the window, A'(p,q), by the maximum slope
value found in the window, C'(p,q).

Provided that the data is sufficlently oversampled, in terms of
spatial frequencies, this technique produces excellent results. Figures
8(a) through 8(1) show the ,radient filtered images of Figuras 3(a)
through 3(1) respectively.

A comparison of the original and gradient filtered 1images of the
container ship (Figures 3(a) and 8(a)) shows that throughout the deck
structure, the returns from individual scatterars are now more distinct
in the gradient enhanced image, with separate returns now quite apparent
in the region aft of the funnel, ac well as in the container loading
region, The returns from the derricks situated at either end of the
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Figure 8(a) Container Ship = Figure 8(c) Trawler - Maximum
Maximum Gradient Operator Gradient Operator

Figure 8(b) Tanker - Maximum Gradient Uperator
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Figure 8(e) Margaree - Maximum
Gradient Operator

Figure 8(g) Cargo Ship = Maximum
Gradient Operator

Figure B8(d) Supertanker - Maximum
Gradient Operator
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Figure 8(f) Sir William Alexander
Maximum Gradient Operator
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Figure 8(h) Spanish Trawler = Figure 8(1) Quest =~ Maximum
Maximum Gradient Operator Gradient Operator

container deck now show up as three distinct returns in each of tha two
regions, The gradient operation has also resulted in better definition
of the length and width of the ship by enhancing the edges at the aea~
ship interface.,

A comparison of the original to the gradient filtered image of the
two-masted tanker (Figure 8(b)) shows that more distinct raturns are now
apparent in the bridge and stern regions of the ship. 1n the original
image (Figure 3(b)) the returns from the bridge are not separable by eye,
whereas the gradient filtered version shows seven distinct returns from
chis area, The returns from the pipe manifold (distributor manifold)
region aleo ehows up as many separate targets. The returns from the
central pipeline however have not been enhanced, as this technique has
separated them into distinct targets, making the interpretation of this
region more confusing.

A comparison of the original and gradient filtered images of the
Margaree (Figures 3(e) and 8(e) respectively) shows that there 1is a
noticeable improvement in definition of the sea-ship interface. Also,
more digdtinct returna are now observable around the region of the twin
funnels and also at the stern of the ship, where low Intensity returns
can now be observed on deck.

The gradient-filtered 1image of the trawler, Figure 8(c), shows
better definition than Figure 3(c) of indilvidual returns from the
cluttered deck structure, particularly around the bridge region and at
the very stern of the ship.

A comparison of the original and gradient-filtered images of the
Sir William Alexander (Figures 3(e) and B(e)) shows that there is marked
improvement in the separation of distinct returns in the enhanced 1imape,
particularly in the central deck reglon and at the stern. In the origin-
al 1image, the returns from the region abourt the bridge, radar mast and
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C funnel are nearly indistinguishable, whereas in the gradient filtered
' image distinct returns can now be perceived in this region. Returns from
the stern of the vessel are much batter defined in Figure 8(e) as are the
returns from the sea-ship boundary.

A comparison of the original and gradient filtered images of the
cargo ship (Figures 3(g) and 8(g)) shows that the gradient filtered image
has a more defined outlina. This is particularly apparent at the bow of
the ship.

The gradienc-enhanced image of the Spanish fishing trawler (Figure
8(h)) again shows much better definition of length and width than the
original, In particular the raeturns from the bow, sides and stern show
up more clearly on the gradient enhanced image. More low-level etructure
is also now observable on deck amidships between the bridge deck and twin
funnels.

The gradient-enhanced image of the Quest (Figure 8(i;) also shows
low=level enhancement throughout the deck structure, particularly at the
bow of the ship and between the bow and bridge deck. Alsao, the returns
from the principal targets namely around the navigation bridge, radar
mast and helipad interface appear as distinct returns in the gradient
enhanced image.

: 6¢3.3 Linear High-Pass Filtering

The third major type of edge snhancement technique applied to the
images was linear high pass filtering. This 1is a setandard tachnique
which works on the principle that edges and other abrupt changas in gray
level are associated with high frequency image components. Thersefore,
image contrast can be improved by enhancing the high frequency components
relativa to the low frequency components in an image.

To this end, a two-dimensional radially symmetric exponential high
pass filter [7) was spplied to the ship image data. The transfer func-
tion W(u,v) of the filter used is

~0,347[po/e(u,v) "

HQu,v) = e 2} 5

where p(u,v) = {u2+v
po is the cut-off frequency locus measured from the origin, and n 1s a
parameter which controls the racte of increase of H(u,v) as & function of
distance from the origin. The factor of 0.347 1in the equatiqn forces the
amplitudes of the intensities at the cut-off frequencies to /Y2 of their
naximum values. This transfer function attenuates the low frequency com-

ponents within the cut-off locus relative to the high frequency compon-
ents,

Figures 9(a) through 9(1) show the contour plots of all nine high-
pass filterad ship images. These contour plots were taken at the same
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Figure 9(a) - Container Ship - Lineat High Plass Filter

threshold and contour levels for each ship as the original contour
plots. For all nine, it 1is obvious from a comparison of the contour
plote of the originals (Figures 4(a)=4(1)) with the high-pass filtered
images, that the low level information in the images associated with
edges has been enhanced.

Comparing Figure 4(a) with 9(a), it can be seen that detail in the
stern saction of the container ship, behind the funnel, is more readily
vigsible. More structure can also be observed in the central container
region and in the tiered structure of the bHow fore of the bridge. The
overall length and width of the vessel is also more apparent.

A comparison of Figure 4(b) with 9(d) shows Lhat returns from the
starn of the tanker have been enhanced, with more detail now observable
behind the bridge. The fact that the deck structure consists of three
tiers is also wmore apparent, in that three distinct regions can now be
seen., The width of the ship is better defined in the enhanced image, as
18 the length and it is now apparent that there 18 8ome stfucture In
frout of the mast at the bow of the ship.

Similarly in the high pass filtered image of the trawler of Figura
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Figure 9(c) Trawler - Linear Figure Y(d) Supertanker - Linear
High Paws Filter High Pass Filter




° Figure 9(f) Sir William Alexander
High Pase Filter
Figure 9(e) Margaree - High
Pass Filter

Figure 9(h) Spanish Trawler
High Pass Filter

Flgure 9(g) Cargo Ship - Figure 9(1) Quest - High Pass
High Pass tFilter
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- 9(c) the structure at the bow of the ship, and che detail around the
bridge and between the bridge and the foremost goal-post mast is now mors
visible,

The enhanced image of the supertanker in Figure 9(d) exhibits a
better defined sea-ship boundary, in particular the width of the vessel
is more readily determirad. There are more returns from the pipeline
vunning the length of the ship. This makes it appear more like one
gtructure. Also, more low-contras: detail can be observed arouad the
bridge region at the stern of the ship.

The contour plot of the high-pass filtered imege of the Margaree
(Figure 9(e)) shows much better defimition of the sea-ship boundaries
than the original contour plot in Figure 4{e).

A comparison of the contour plots of the original and high-pass
filtered images of the Sir William Alexander (Flgures 4(f) and 9(f))
shows more distinct targets ia the region between the bow and the bridge
deck in the high~pass filtered image. However, there i1s also more clut-
ter outside the ship boundaries, which makes the determination of the
length and width of the vessel more difficult.

The contour plot of the high—pass filtered image of the cargo ship
shows more returns from the deck structure than weres apparent in the ori-
ginal image. This is particularly apparent around the location of the
detricks and at the stern of the shlp where several small distinct re-
turns can now be seen between the dominant targets.

A comparison of the original and high-pass filtered contour plots
of the Spanish trawler show, for the same threshold level, that the high-
pass filter has increasad the visibility of the lower dynamic range scat-
terers quite distinctly. Returns from the bow, stern and from the region
between the bridge deck and central goal-post mast are now particularly
apparent as are returnd from the sides of the vessel., The overall ship
dimensions are well defined in the high-pass fiitered contour plot.

The high~pass filtered contour plot of the Quest shows more low
level raeturns, particularzly from the side of the ship, from the stern and
fcom the bow than the original plot taken at the same contour levals.

6.4 Histogram Manipulation Techniques

The third major type of enhancement technique applied to the SAR
ship image data was histogram manipulation. Hietogram manipulation tech-
niques attempt to enhance image contrast by operating on the histogram of
a given ship image in some predetermined way. Becauvse the operations
depend on the specific histogram in question, these techniques are very

- problem-oriented, und the degree of enhancement obtained depends on the
specific case under consideration.

In order to evaluate their performance, threce histogram equaliza-~
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tion techniques were applied to the SAR ship images. These wers: histo-
gram equalization, local histogram stretching and manual histogram manip-
ulation.

Histogram equalization 1is often used when high dynamic range data
L. are to be displayed on a limited dynamic range device. In this tech-
v nique, the intensity valuas of the data gray levels are generally re-
assigned in such a way as to equalize the number of data values which
fall into each gray level bin, hence achieving maximum conttrast amongst
the various data levels. Unfortunately, the histograms of the SAR ship
images tend to have a very large percentage of their values in the very
! low end of the dynamic range. Therefore histogram equalization tends to
) 'swamp’ the middle dynamic range levels, which correspond to returns fronm
g moderate to weak scatterers, with data from the more diffuse, low level
. background. When applied to SARS580 ship images, histogram equalization
' tended to obscure the small brightnezs differences that were of interest
in the image.

The second histogram enhancement technique applied was local histo--
gram stretching [8). This tachnique causes tha gray level of the central
pixel within a window to be modified according to its relative brightness
with respect to the other pixels within the window. If the central pixel
is a locally bright spot within the window, then it is increased in
value. If it 1s a locally dark spot, it is decreased. If the pixel hae
average brightness, it is not modified, For SARS80 ship data, this tech-
nique was not found to be usaful because small scatterers situated beside
very large scatterers were elther not modified or were decreased in
value;, thus defeating the objective,

The third histogram technique applied was manual histogram manipu-
lation. In this technique, the histogram of the input data file is cal-
culated to determine the original gray level distribution, It 1is then
processed by some given rule to create a new histogram distribution spec-
ified by the user. For the images considered here, a percentage of image
data points thought to represent the returns from the diffuse background
clutter were set to the background gray level, then a selected number of
data points were reassigned such that the gray levels between specific
intensity valuas were linearly redistributed.

The specific bracketing intensity levels were chosen such that a
certain percentage of the data lay between thems This method allows a
large number of gray level values to be redistributed among a relatively
small number of intensity levels. Therefore, this process can be set up
to enhance the middle dynamic range region relative to the values of the v
background and principal targets. This technique was found to work quite
well for the ships considered.

Figure 10(a) shows a 32 level histogram of the SAR ship 1image of
figure 3(a). Note that bin 0 is empty since the background values were

not included in the formatfon of the histogram plot, Figure 10(b) shows
the new histogram wherein the bottom 12X of the data values were set to
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aray level 3, The intengity values falling in the range betwesen 122 and )
99.9% of the total number of points were linearly redistributed between
levels 5 and 25, and the remaining data values wers set to gray level
31. Note that mcre dara values are now in the middle gray level regions. .

Figures 11(a) through 11(i) show the histogram manipulated images
of Figures 3(a) through 3(i) respectively.

A comparison of Figures 11(a) through 11(i) with 3(a) through 3(1)
shows that in most of the ship images, histogram manipulation has
brought out some of the middle gray scale values. Hance the samall
scatterers in the images are more distinct,

A comparison of the oviginal and enhanced container ship images
(Figures 3(a) and 11(a)) shows that more detail can now be seen in the
bridge, bow and stern regions of the ship. Greater detail is also ap-
parent behind the main stack and in the central container region of the

ship. The returne from the ventilator region in front of the main stuck
are also enhanced.

In the image of Figure 1l(b) returns from the bow region of the
ehip have been enhanced. Structure behind the stack is emphasized, and
can be correlated to the two-tiered structure observable behind the prin-
cipal stack in Figure 3(b). Returns from the pipeline running down the
cantre of the middle deck in Figure 11(b) are also noticeably enhanced.

A comparison of the original and histogram enhanced imagas of the
fighing trawler of figures 3(e¢) and 11(ec) respectively, show that
throughout the deck structure the application of histogram manipulation
has resulted in an increase in the visibility of the low-level scatter-
ers, The edges of the ship, particularly on the sides are now much more
visible, giving a better definition of ship width. More low-level scat-
terers are now visible in the histogram-enhanced images plot in the re-
glons between the navigation bridge and bow, and between the navigation
bridge and the twin funnels.

The histogram manipulated image of the supertanker, Figure 11(d),
shows much better definition of the sea-ship interface than the origin-
al. Also, more returns from the central pipeline are now apparent, as
are a greater number of returns at the stern of the ship.

The enhanced histogram image of the Margaree, Figure 11(e), shows
considerably more detail in the stern region of the ship, where returns
from the helipad and helicopter hangar are more obvious. More detail is

also now apparent in the middle deck reglion of the ship around the twin
gtacks,

The enhanced histogram image of the Sir William Alexander, Figure ’
11(f) shows much greater detail in the low level region of the ship than

the original. The middle deck structure in front of the bridge 1is also
not iceably enhanced.
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Figure 11(a) Container Ship Figure 11(c) Trawler - Histogram
Histogram Enhanced Image Enhanced Image

Figure 11(h) Tanker - Histogram Enhanced lmage
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Figure 11(d) Supertanker -
Histogram Enhauced Image

Figure 11(f) Sir William Alexander
Hiatogram Enhanced Image

Figure 11(e) Margaree -
Histogram Enhanced Image

Figure 11(g) Cargo Ship -
Histogram Enhanced Image
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Figure l1(h) Spaudsn Trawler - Figure 11(1) Quest - Histogram
Enhanced Image Enhanced Image ]

Figure 11(g) is the enhanced image of the cargo ship of Figure
1(g)e A comparison of Figure 11(g) with 3(g) shows that more detail is
now apparent in the area between the two middle gantry cranes. Thase
newly visible returns could be from the hatch coveras for the holds.

A comparison of Figures 3(h) and 11(h) shows that for the Spanish
fishing trawler, histogram manipulation has enhanced the visibility of
low-level scatterers. In particular, the returns from the bow, stern,
sides of the ship and the areas between the bridge and funnels, not
visible in Figure 3(h) are clearly visible in Pigure 1l1(h). The
resultant enhancement in ship outline is particularly good for this
vessel,

The histogram enhanced image of the Quest shows once again an
improvement in the visibility of some low-level scatterers vs., the
contour plot of the original, Returns from the bow of the ship in par-
ticular are now visible on the histogram—-anhanced image, but not in
Figure 3(1)., Likewise, returns from the reglon of the helipad and stern
structures are also now visible in Figure l1(1).

Based on the ship images considered here, histogram manipulation
tech1iques are quite useful in enhancing the lower level detail in the
image, and in correlating this detail with actual ship structure. The
main drawbacks of this technique are that the histogram of the image must
be calculated before the technique can be applied, hence the technique is
dependent on the particular situation. Secondly, in making the middle
intensity levels more visible, this technique does tend to bring up some
of the background clutter,

)

6.5 Pseudo-Colour and Interleaved Gray-Scale Spectra

Pseudo-colour display spectra and interleaved gray scale spectra
were also applied to the images in an attempt to enhance low-level
contrasts In the ubove context, "spectrum” refers to a scale of display
gray scale levels ov colour values,
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Interleaved gray scale spectra are simply spectra of linear gray “ffﬁ
levels in which the lavels have been alternated in soms user-specified S
way. Using these spectra tended to produce images which wers too - ,Qgﬂf
confuesing, becsuse the relationship between {ncreasing gray scale and ‘ﬁ 3
incressing amplitude was destroyed. : =
: LA

Colour spectra were applied to the images on the assumption that P

the human eye can distinguish more contrast bitwccn colour levels than ' ?

1

between gray tones.

Colour displays wers found to enhance the lower dynamic cange and
low=contrast detail to some extent. Good results were obtained with
colour spectra which thresholded the sea background rsturns to a uniform
blue colour, and then used a spectrum range from yellow to dark brown to
reprasent the ship returns. The yellow to dark brown spectrum was
actually a pseudo-gray scale with a degree of. yellowness related to
intensity. Figure )2 shows this spectrum applied to the container ship
of Figure 3(a). Note that umore distinct returns can be discerned in the
gantry crans, container, and stern regions of the container ship. Nota
also that the ssa~ship interface is now quite obvious.

Figure 12 - Contalner
ship = Colour Display
Spectrum
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v 7. SHIP AXI1S PROPILES

Another method, not strictly under the heading of image enhance-
. ment, but which was thought to be useful in improving operator perfor-
mance in ship classification, was the use of ship axis profiles. This
process was parformed in the belief that returne from a cross-section
taken down the ship principal axis could be correlated visually with
actual deck structure existing along the length of the ship. The profile
i1e formed by sampling the image down the principal axis of each ship.
This rvesultant profile is then used by the operator in trying to classify
tha ship.

The algorithm applied uses the mathod of moments to calculate the
contre of mass (mass in this case i3 image amplitude) of the ship image.
It then usas this information to calculate the length and width of the
ke ship image and deteruine the principal axis. Samples are than extracted
from along the ship principal axis, such that each resultant amplitude
value along this axis is the average of several values, taken from lines
parallel to the principal axis. The number of parallel lines is daetar-
mined by the calculated width of the ship. Figures 13(a) to 13(g) show
the average returns along the principal axis for Figures 3(a) to 3(g)
respectively.

2 0.0 CONTAINER ]
_ REGION

. ] BRIDGE AND
) ) RADAR MAST

' b FUNNEL

STERN
8TRUCTURE

g 1 BOW

N 000 ~f—r—T1—r—1“r-r~1 LN AR B S A e s e ol B |
‘ 0 30 100 150 200 2b0 300
SHIP AXI3-SAMPLED POINTS

Figure 13(a) - Container Ship ~ SAR axis profile
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The container ship profile of Figure 2(a) shows that most of the X

ship structure occurs at either end (bow or stern) of the ship. The SAR ,
profile (Figure 13(a)) also exhibits this feature, with the stern "
exhibiting various low peaks around the lifeboat region, terminated by a - ‘f
higher peak which could be the funnel. The central container region n

exhibits two sharp peaks at either end and several in between, with a

large middle peak whichi could be the edge of a high row of containers :
which is stacked at this point, Behind the container section are some '?
small returns from the area of the derricks. A sharp peak occurs at the i&
middle deck-bridge interface, and a peak can be noted at each of the .ﬁ
interfaces between the tiers at the bow. L
Figure 13(b) 1is the SAR axis profile of the tanker of Figure 1l(b). o
Although the actual tanker structure is an end heavy structure, with most ﬁ
of the ship structure occuring at the stern, the returns from the central .q
pipeline tend to obscure this sort of structure somewhat in the SAR axis N
profiles. A small peak is ohservable at the stern-sea interface and at ;E
the bow. A large peak occurs at each of the bridge-middle deck and the =
bow-middle deck interfaces. Between these two large peaks occur many v
smaller peaks from the central pipeline, distributor manifold and small "
masts which are located on the middle deck. o
. W

Figure 13(c) 18 the SAR axis profile of the trawler in Figure ;Q

1(c)s A comparison of Figures 2(c) and 13(c) shows that the return from -
the mast between the foremost goal-post mast and the bow appears as a PR
small peak in Figure 13(2). A large peak occurs at the location of the ‘i
foremost derrick, and two large, very close together peaks occur at the "y
position of the bridge. Another small peak occurs at the location of the 3,
small derrick behind the bridge, and two large peaks are observed at the o
stern, where the two funnels and goal-post mast are located. s
\

Figure 13(d) is the SARR axis profile of the supertanker of Figure -k

1(d). This SAR profile loocks very cluttered, with the returns from the 4&
central pipeline appearing as very large point targets. The returns from %:
the bridge region are completely indistinguishable from the pipeline re- :}
turns, so that little correlation between the ship profile and SAR axis 7
profile exists. o
‘l
Figure 13(2) 1is the SAR axis profile cf the HMCS Margaree. This ‘$
profile exhibits a sharp peak at the bow-sea interface, and another small .ﬁ
peak around the gun turret. A large peak occurs at the location of the :ﬂ~
high bridge-deck Lnterface, another peak occurs at the edge of the hangar :
(toward the buw) and a larger one occure at the end of the hangar, at the ]
interface with the helicopter deck. Two more principal peaks occur at . :5
the stern most edge of the helicopter deck and at the stern-sea edge. q
]

Figure 13(f) 1s the SAR axis profile of the C,C.G. vessel Sir . N

William Alexander. This nxis profile exhibits a high peak at the
location of the buw of the vessel. A second peak occurs at the location

of the bridge interface followed by several smaller peaks from around the
area of <he funnel, A very large peak voccure at the location of the
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stern-most mast and hangar aedge behind the funnel and a smaller peak
vceculs at the stern-nost hanger interface. A small peak can be observed
at the gtern-sea interface.

The cargo ship intensity plot of Figure 13(g) again exhibits the
“end heavy"” structure of the container ship, with the greatest number
(and largest) returns occurtring at eithur end of the ship profile. Three
peaks grouped very close together occur at the stern around the bridge
rosion, as well as large peaks a:t each of the derrick locations. A small
pcak can bo obadrved rt the bow.

The axis profile of the ‘Spanish fishing trawler (Figure 13(h)) ex-
. hibite a emsll peak at the bow of the vessel. A large peak occurs from
the area of the bridge deck and frow the goal-post mast situated just in
front of the navigation bridge. There are a number of small peaks from
tha 'deck structure between the navigation bridge and the central goal
' post mast. Three large pecks occur at the regiorn of the central maset and
" the twin funnels and a smaller peak occurs behind the three large peaks
from the stern-most mast region. Small scatterers are visible from the
trawl gate and other structures at the stern.

The axis profile of the HMCS Quest (Figure 13(i)) exhibits a 'mid-
dle heavy' structure with two sets of two large peaks occurring at middle
deck. The cet occurring towards the Low seems to be due to returns from
the high navigstion bridge-deck interfaces, and the second set, towards
the stern, are poosibly returns from the large military-type radar mast
and the interface of the radar deck with the helipad. Small peaks occur
Soth at the bos and stern of the vessel. At the bow, the two small peaks
are probably due to returns from the bow tip sad from the bow-middle deck
interface. The returns from the ster: ure probably from the stern-sea
and stern-helipad interfaces.

With the exception of the SAR axis profile of the super tankers
(Pigure 13(d)) in which the pipsline recurns tended tv obscure the ident~
ification of principal <eck structures, the SAR ship axis profiles could
be correlated with dack structure.

Some similarities in the profiles of shipy of similar type were
also observed. The container ship (Figure 1(a)) and the cargo ship (Fig-
ura 1(g)) both exhibit a bLasically 'end heavy' structure, with the brldge
structure occurring at either the bYow or stern of the vessel., Both SAR
axis profiles exhibited similar structure, with regicns of large returns
from the bow and stern of the vessals, Each contained a central region
axhibiting well separsted peaks producad by returns from the container
vegior and kingpnsts in the case of the container ship, and from the
kingpoats in tne case of the cargo ship.

Figure 14 1is the SAR axis profile of a trawler similar to the traw-
ler of Figure 13(c). A comparizon of the two axis profiles shows consid-
ei1able similarity between the two. Both profiles exhibit basically two
well-separated regions of principal scatterers at the bridge regicn and
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S at the stern, The returns from the bow regions of both vessels are -
r;_,
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Figure 14 S8imilar Trawler - 8AR Axis Profile

LI TTLINT

For ships with most of the deck structure located in close proxim-
ity on middle deck, such as the Quest, Margaree and Sir William
Alexander, a comparison of the ship profiles did not yield many
similarities even in the regions of similar structure. This might be
because the close proximity of the principal scattersars regults in
interference between adjacent scatterers and makes it difficult to
distinguish different structural regions.

Another factor that cnmplicetes the interpretation problem 1is
averaging across the ship beam. While naccssary to include off-axis
principal targets in the axis profile, it decreases the information
content 1in the SAR fmages and therefore degrades the image. In ouy
opinion, two dimensional displays or plots provice much more accurate
information on principal target structure.

8. DISPLAY MEDIA

It should be noted that the Optronics film recorder used for
the ship images displayed in thls paper employs a very high contrast film
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witﬁ limited gray tone capability. Better gray tomne definition is ob-

‘tained by_dloplaying the images on a video monitor,.

9. ' OODCLHSIOIB

. Tho Laplace operator technique proved te he very useful in defining

" saignificant edges at a given intensity level in a ship image. In partic-
¢ ulat, it was Tound to be very useful for enhancing the sea-ship boundary,
" thereby giving ‘e good indication of the length and width of the ship.

However, when cpplied tc: 'returns from deck structure, it degraded image

B claricy by obocurtng surrounding targets.

. the mnnual hiceo;rnm uclnction :ochnique proved useful 1ii emphasiz-
ing low and middle gruy scale values which could be correlated in the

“.ghip pliotos to returns from actual deck structure. However, with some

ships the resultant ship. imagas were aesthetically displeasing because
the :ochntque also brought up the returis corresponding to the background

o ‘«latter. This in turn obscured the shape of the ship.

. Migh-pass ftltctinz proved useful 1in enhancing low contrast de-
tail. Ite main drawbuck was that some axperimentation had to be perform-
ed on acch ship image to determine the optimum filter paramaters needed
to provide enhancement.

The most usaful of the spplied techniques wes maximum gradient

.tiitoting. " This technigue achiaeved consistently good results over all

imnges. I: emphasized distinct target returns on the deck structure, and
clarifiad the cea-ship buundariass, giving a good indicatior of the length

"and. vidth of ¢he ship. This technique had the distinct alveantage of not

requizing a caiculation of the histogram of the image ot the trial and
errnr selection of parageters in otder to obtain optimum results. As
with rhe histogram manipulation and high-pass filtering techniques, the
waxinum gradient filtered returns can bLe correlated tc actual ship
structure bdased on photos of the ships imsged. The major drawback of the
maximum gradient operatur tecanique was that the data had to be
sufficiently oversamplad in the spatial frequency sense in order for the
technique to work well.

The display method itself alec had a considerable effect on the
identification process, Three-dimensional plots or two-dinensional
vertical plots such an axis profiles of the SAR shir images gave a better
indication of :the relative inteneity cf principal targets than did
two~dimensional planar plots. Two~dimens!onal planar pluts however, such
as Optronics images or contour plots, gave a better Iindication of the
avmber ind locatiun of scatterers as well as of the widch dimension of
the vessol, than did three-dimensional or axis plo:is.

Of the two types of planar plots used, 1i.e. contcur plots and
Optronice gray scale images, the Optronics images gave a better
indication of tue relative incensity ol the principal ecatterers than did
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the contour plots. However, because the eye can only distinguish a few
~gray tonee, the contour plots gave, for some applications, a better
indication of the location and number of scattarers.
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